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QUALITY MAGNET WIRE TESTERS



  
Magnet Wire Testers for rectangular Wire   2023 Rev 1.0

[image: image1.jpg]1.  Nova+ 150 / Nova+ 160 Elongation tester for rectangular wire
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NOVA+ 150

MAGNET WRE ELONGATION TESTER

IEC Magaet Nire Elosgator
Ready: 0.8x

CAUTION
KEEP HANDS CLEAR AND WEAR SAFETY
GLASSES WHEN TESTER IS IN OPERATION
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Nova 520 Springback test for rectangular wire
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3.  Nova 600-RW Repeated Scrape Abrasion Tester for rectangular wire
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Nova 700-RW Unilateral Scrape Abrasion Tester
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Nova+ 913 Dynamic / Incline Plane Static CoF

Nova+ 923[image: image16.png]


 Incline Static CoF
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6. Nova 1001 IEC / Nova 1005-RW Thermoplastic Cut Through Tester (Rectangular Wire)
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The Nova 150 / 160 perform elongation test according to NEMA and IEC specifications.  It has a set of wire clamping jaws that are uniquely designed for magnet wire testing.  The jaws accommodate different sizes of magnet wire without the need to adjust the specimen test length.  Can perform % Elongation and Elongation to failure of up to 50%.





WiFi data output (require optional WR-100 WiFi Hub to receive data)





Nova+ 150:  Test rectangular wire up to 6 x 6 mm (36 sq. mm)


Nova+ 160:  Test rectangular wire up to 6 x 12 mm (72 sq. mm)














Nova+ 150


Nova+ 160
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Test Wire sizes:


Large round wires up to ¼” dia. (6 mm)


Rectangular wires up to ¼” x ½” (6 mm x 12 mm)
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Test Wire Sizes:  


Rectangular wires - - up to 6 x 12 mm





Round wires:  0.25 to 6 mm (with optional holder)








Test Wire Sizes:


Rectangular wires up to ¼” x ½” (6 x 12 mm)





Round wires:


0.25 mm to 6 mm (with optional holder)
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Nova+ 923
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Incline Plane Static CoF for Rectangular Wire


Precision Inclinometer


Clamps for large round up to 6 mm


Clamps for flat wire up to 6 x 12 mm


Automatic Reset of Test Platform


500 g Load Block
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Nova+ 913
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The Nova+ 1001 / Nova+ 1005 are versatile Thermoplastic Cut Through testers that can test rectangular wire with the 1.6 mm ball tip load post.  Meet JIS Specification for Rectangular Wire up to 6 x 12 mm.
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1.6 mm Steel Ball Load Tip on Flat Wire.
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Nova+ 1001                                                     











Nova+ 1005 











1.6 mm Steel Ball Load Tip on Flat Wire.














